LYNX Touch
Security System
User Guide

800-10615V1 12/12 Rev. A

LYNX Touch L5100 Series

Your Honeywell security system is designed for use with devices manufactured or approved by
Honeywell for use with your security system. Your Honeywell security system is not designed for
use with any device that may be attached to your security system's control or other
communicating bus if Honeywell has not approved such device for use with your security system.
Use of any such unauthorized device may cause damage or compromise the performance of your
security system and affect the validity of your Honeywell limited warranty. When you purchase
devices that have been manufactured or approved by Honeywell, you acquire the assurance that
these devices have been thoroughly tested to ensure optimum performance when used with your
Honeywell security system.
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SYSTEM OVERVIEW
Features
General Information

IMPORTANT SECURITY NOTICE
Your key fob is similar to your keys or access card. If lost or stolen, another person can compromise your
security system. Immediately notify your Dealer/Installer of a lost or stolen key fob. The Dealer/Installer will
then remove the key fob programming from the security system.
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SYSTEM OVERVIEW
Features

Zones

Fire Protection

Carbon Monoxide

Burglary Protection
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SYSTEM OVERVIEW
General Operation
Security Codes

Alarms

Important Note
If your system is equipped to report alarms over the internet via a WiFi Communications module,
your router must remain powered-on at all times. Ask your Installer about this feature for
additional information

Two-Way Voice Feature
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SYSTEM OVERVIEW
General Operation

–8–

SYSTEM OVERVIEW
Quick View of System Functions
SECURITY FUNCTIONS
Check System status: ................................................. Select “System” icon.
To arm in STAY mode: .............................................. Select “Arm Stay” icon then enter Code.
To restart exit delay: ................................................... Select “Restart Exit Delay” icon.
To arm in AWAY mode: ............................................. Select “Arm Away” icon or depress “Away” key then
enter Code.
To arm INSTANT: ...................................................... Set “Delay” to ”Instant” . Select “Arm Stay” or “Arm
Away” icon or “Away” key then enter code.
To arm if Quick Arm* is active: .................................... Select “Arm Stay” or “Arm Away” icon or “Away” key
followed by Quick Arm tab on the touch screen.
* User code is not required if Quick Arm is active.
To disarm system and silence alarms:......................... Depress “Off’” key or “Disarm” icon and enter Code*
* During Entry Delay or when an Alarm Condition exists, the LYNX Touch can be disarmed by entering the
User Code. Entering the OFF key is not required
To bypass a zone(s): .................................................. Select “Zones” icon
To turn Chime mode on or off: .................................... Select “Settings” icon

MESSAGE CENTER
To record a message: ................................................. Select “Message” icon

VOLUME ADJUSTMENT
To adjust volume: ....................................................... Select “Settings” icon
To restore/unmute user announcements: .................... Select “Settings” icon

SPEAKER PHONE OPERATION
To enter speaker phone mode: .................................... Select “Phone” icon
To enable/disable (toggle) ringer: ................................ Select “Settings” icon

OTHER FUNCTIONS (accessible to the Master User only)
To set the time and date: ............................................. Select “Date Time” icon (on Master User Menu)
To set scheduling:........................................................ Select “Schedules” icon (on Automation Menu)
To activate/deactivate Z-Wave devices: ...................... Select “Rules” icon (on Automation Menu)
To add/delete a user code* (except Master Code): ..... Select “Users” icon (on Master User Menu)
* Only the master code can be used to add or delete another user code.
To turn Test mode On or Off: ....................................... Select “Test” icon (on Master User Menu)
To view system events: ............................................... Select “Events” icon (on Master User Menu)
To program or delete “Follow Me” Reminders: ............ Select “Reminders” icon (on Master User Menu)
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SYSTEM OVERVIEW
About the Touch screen Control
General
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SYSTEM OVERVIEW
About the Touch screen Control
Note: The system functions described below are for reference only and require additional key entries to
activate.

Index
1

Item

Description

Display
Window

Color Liquid Crystal Display (LCD) Touch screen. Displays system status icons,
time, system status information, user menus and the virtual keypad.

Ready LED
Indicator
(Green)

ON = System is ready to be armed
OFF = System is armed
Blinking = System is disarmed, and not ready to be armed (a fault exists)
Blinking alternately with Ready LED = Speaker phone mode is active

2

3

Home key

Used to exit from a screen or return to the home screen.

4

Speaker

Source of audible internal warning and confirmation sounds, status announcements, as well as alarms (see "Summary of Audible Notifications").

5

Off
(Disarm)
key

Initiates the disarm process and causes a keypad to be displayed on the touch
screen. Disarms the burglary portion of the system, silences alarms and audible
trouble indicators, and clears alarm trouble display after the problem has been
corrected.

6

Away key

Completely arms both perimeter and interior burglary protection for backup
protection by sensing an intruder's movements through protected interior areas
as well as guarding protected doors, windows, etc. Entrance can be made
through an entry delay zone without causing an alarm if the system is disarmed
before the entry delay time expires.

7

Panic key

When depressed for 4 seconds, the virtual panic icons are displayed on the
touch screen.

8

Microphone

Used to record personal messages via the Message Center, and for two-way
voice and speaker phone operation.

9
Armed LED
Indicator
(Red)

ON = System is armed (STAY or AWAY)
OFF = System is disarmed
Blinking = System armed, and an alarm or fault has occurred.
Blinking alternately with Ready LED = Speaker phone mode is active
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SYSTEM OVERVIEW
About the Display and Indicators
Display Definitions
ICON

OR

DEFINITION

TEXT
Ready to
Arm

Displayed along with the the text “Ready To Arm” when
system is Disarmed and ready to arm.

Armed
Away

“Armed Away” is displayed along the top of the screen. An
armed away icon along with “Armed Away” is displayed after
the exit delay expires.

Armed Stay

“Armed Stay” is displayed along the top of the screen. An
armed stay icon along with “Armed Stay” is displayed after the
exit delay expires.

Exit Now
28 Seconds

“Armed Stay – Exit Now” or “Armed Away – Exit Now” is
displayed in a red status bar along the top of the screen. An
exit icon along with “Exit Now” and the time remaining (i.e.;
“28 Seconds”) is displayed during the exit delay.

Alarm

“Alarm” is displayed in a red status bar along the top of the
screen. An alarm (bell) icon along with “Alarm” is displayed
alternately with the Zone that has caused the alarm.

Fault (Zone “Not Ready To Arm – Fault” is displayed in a yellow status bar
along the top of the screen. An open windowor door icon
No.&
Description) along with the zone descriptor and “Window” or “Door” is
displayed when a window or entry/exit fault has been
detected.
OR
Displayed alternately with the alarm (bell) icon and “Alarm”.
“Alarm” is also displayed in a red status bar along the top of
the screen.
The fire icon is displayed with alternating text “Fire” and “Fire
Fire OR
Alarm 95 Fire”. “Fire Alarm” is also displayed in a red status
Fire Alarm
bar along the top of the screen.
95 Fire
Alarm 96
Medical

The Medical icon displayed when a medical alarm is activated.
“Alarm” is also displayed in a red status bar along the top of
the screen.
(If programmed for display by your installer)
– 12 –

SYSTEM OVERVIEW
About the Display and Indicators
ICON

TEXT
Alarm 99
Police

CO Alarm

Cover
Tamper

Reporter
Failure
Low
Battery

90 RF Jam

DEFINITION
The alarm (bell) icon when a burglary alarm is activated.
“Alarm” is also displayed in a red status bar along the top of
the screen. (If programmed for display by your installer) No
display if 24 Hour Silent Response Type has been
programmed.
Displayed alternately with Carbon Monoxide when a CO alarm
is activated.
“CO Alarm” is also displayed in a red status bar along the top
of the screen.
A check system icon along with “Cover Tamper” is displayed
when a cover tamper has been detected. “Ready To Arm –
System Trouble” is displayed in a yellow status bar along the
top of the screen.
The system has identified a problem with the telephone dialer.
“Not Ready To Arm – System Trouble” is displayed in a yellow
status bar along the top of the screen. A low battery icon along
with “Low Battery” is displayed when the system’s backup
battery power is low.
Appears when the system has detected an RF jamming
condition or excessive interference.

94 Phone
Line Cut

Appears when the system has detected a loss of telephone
service.

AC Loss

Displayed when the system has lost AC power. “Ready To
Arm – System Trouble” is displayed in a yellow status bar
along the top of the screen.
Displayed when the system has detected a Z-Wave Device
Failure

Automation
Fault *
Garage
Door
(Not
applicable)
Not
applicable)

Displayed when the Garage Door has been opened. Ready To
Arm – Fault” is displayed in a yellow status bar along the top
of the screen. (* Applicable Zone Number)
Displayed in the upper left corner of the status bar. Indicates
that the system is connected to a WiFi source.
Displayed in the upper left corner of the status bar. Indicates
that the system is NOT connected to a WiFi source.
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SYSTEM OVERVIEW
Navigating Menus
LCD Display

Note: The displayed screens may vary slightly depending upon the devices and services that are installed in
or connected to your system.

Dashboard Screen

Note: Access to Text Messages, Weather, News and Traffic and other web content requires Total Connect
Services. Ask your Installer, which of these features have been programmed in your system.

LYNX Touch Dashboard Screen (Typical)
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SYSTEM OVERVIEW
Navigating Menus
Navigation Keys

Note: You may find it convenient to adjust the volume setting before entering the Program (Tools) Mode.
This will allow you to clearly hear the feedback announcements or system beeps in the Programming
Mode, of the system’s built-in speaker. To adjust the volume, select “More” on the “home Screen” and
then select “Settings”. Adjust the volume using the slide shown on the Settings screen and then
select “Save” to accept.

Function Keys
Four Function Keys allow you to quickly access Panic functions, army the system in Away mode, disarm the
system and reurn to the home screen.

LYNX Touch Security Home Screen (page 1)
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SYSTEM OVERVIEW
Navigating Menus
Menu Screens

Menus
Unrestricted Menu
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SYSTEM OVERVIEW
Navigating Menus
Master Menu
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SECURING
SECURING THE PREMISES
System Status
General Information

System Can Be Armed
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SECURING THE PREMISES
Arming the System
Arming in Stay Mode

The Babysitter Code and Installer Code cannot disarm the system unless it was used to arm
the system. In addition, if the system is armed by pressing via Quick-Arming, neither the
Babysitter Code nor Installer Code can disarm the system.

1.

Select the Arm Stay icon, the system
beeps once and displays a keypad.

2.

Enter a valid User Code. OR
If Quick Arm has been enabled, select the
“Quick Arm” icon.
The system beeps three times and
announces “Armed Stay Exit Now”. The
exit delay screen is displayed. If
programmed the display counts down the
time remaining in the exit delay.

Note:

 19 

If a valid user code is not entered or the
Confirm icon has not been selected within
10 seconds, the system returns to the
“home” screen and it will not be armed.

SECURING THE PREMISES
Arming the System
3.

At the end of the exit delay the system
announces “Armed Stay” and displays
the “Armed Stay” screen.

If an invalid User Code is entered, the system will return to the home screen.

Auto Stay Feature
NOTE:

If the exit route entry/exit sensor is in a check condition or has been bypassed it will result in a loss of interior
protection because the alarm system will arm STAY in this case. Consult with your installer for servicing of the
entry exit zones or to turn off this feature if a check condition on entry exit zones occurs.
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SECURING THE PREMISES
Arming the System
Arming In Away Mode

The Babysitter Code and Installer Code cannot disarm the system unless it was used to arm
the system. In addition, if the system is armed by pressing via Quick-Arming, neither the
Babysitter Code nor Installer Code can disarm the system.

1.

Select the Arm Away icon, the system beeps
once and displays a keypad.

2.

Enter a valid User Code. OR
If Quick Arm has been enabled, select the
“Quick Arm” icon.
The system beeps two times and announces
“Armed Away Exit Now. The exit delay
screen is displayed. If programmed the
display counts down the time remaining in
the exit delay in seconds.

Note:
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If a valid user code is not entered or the
Confirm icon has not been selected within 10
seconds, the system will return to the “home”
screen and it will not be armed.

SECURING THE PREMISES
Arming the System
3.

If “Exit Warning” has been enabled, the
system will continue to beep throughout
the exit delay. Rapid beeps will sound for
the final 10 seconds of the delay period. At
the end of the exit delay the system will
announce “Armed Away” and displays the
“Armed Away” screen.

If an invalid User Code is entered, the system will return to the home screen.
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SECURING THE PREMISES
Arming the System
Arming the System with no delay (Instant)

To Arm the System with No Delay (Instant)

1.
2.

Select the “Delay” tab on the home screen.
The icon “toggles” and “Instant” is displayed.
Arm the system in the “Stay” or Away” mode
normally.

Note: The entry delay time is eliminated when
“Instant” is selected.

Quick Exit

1.

Select the “Quick Exit” icon to restart the exit
delay.

Note: Quick Exit is active in Away mode when: Auto
Stay mode is enabled and no entry/exit zone
has been faulted during the exit delay period.
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SECURING THE PREMISES
Entry/Exit Delays
Exit Delay

Restarting Exit Delay While System Armed

Exit Alarms

 24 

SECURING THE PREMISES
Entry/Exit Delays

Entry Delay

system.
45, 60, 90 seconds, 2 minutes
None, 15, 30, 45, 60, 90 seconds, 2, 3, 4 minutes
None, 15, 30, 45, 60, 90 seconds, 2, 3, 4 minutes

None, 15, 30, 45, 60, 90 seconds, 2 minutes
None, 15, 30, 45, 60, 90 seconds, 2 minutes
None, 15, 30, 45, 60, 90 seconds, 2 minutes
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SECURING THE PREMISES
Disarming the System

Disarming the System and Silencing Alarms
1.

Select the “Disarm” icon or depress the
“Off” key. The system beeps once and
displays a keypad.

2.

Enter a valid Code. The system beeps
once and announces “Disarmed Ready to
Arm”.
Note: If a valid user code is not entered or the
Confirm icon has not been selected
within 30 seconds, the system returns to
the “home” screen and it will not be
disarmed.

If an invalid User Code is entered, system will return to the home screen.
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SECURING THE PREMISES
Disarming the System
Disarming the System During Entry Delay
Upon entering the premise when the system is
armed, the control announces “disarm system
now”.
1.
Enter a valid Code. The system beeps
once and announces “Disarmed Ready to
Arm”.
Note: If a valid user code is not entered before
the programmed entry delay occurs, the
system enters alarm mode.

When an Alarm Occurs

Disarming the System and Silencing Alarms
1.

Enter a valid Code. The system beeps
once and announces “Disarmed Ready to
Arm”.
Note: If a valid user code is not entered before
the programmed entry delay occurs, the
system remains in alarm mode.

2.
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The zone that caused the alarm is
displayed. Enter an Off sequence to clear
the alarm. The system beeps once and
announces “Disarmed Ready to Arm”.

SECURING THE PREMISES
Bypassing Protection Zones
Bypassing Individual Zones

Bypassing Zones
1. With the system in the disarmed state,
select the “Zones” icon. The system displays
the Zones/Bypass screen.

2. Select the zone(s) that you wish to bypass
and then select “Bypass” OR if programmed,
the “Bypass All Faulted” button allows you to
bypass all faulted zones (excluding Panic,
Fire or CO zones). The system displays a
keypad.

3. Enter a valid Code. The system returns to
the Bypass screen and the zone(s) that are
bypassed will be displayed.
4. Select the
icon to return to the home
screen.
5. Arm the system normally. See Arming the
System section for the procedure.

 28 

SECURING THE PREMISES
Bypassing Protection Zones
Displaying/Clearing Bypassed Zones
1. With the system in the disarmed state,
select the “Zones” icon. The system displays
the Zone screen and the status for each
zone will be indicated.
2. Use the “ ” “ ” buttons to scroll to
additional pages and view the zone status.
3. If you select the “Select All” button it scrolls
through the following: “Select All”, “Select
Alarm”, “Select Trouble” and “Select Fault”.
The system displays the associated zones.
Note: If one or more zones has been
bypassed the “Clear Bypasses” button
will be highlighted.

4. To clear the bypass, select the zone(s) that
are bypassed, then select the “Clear
Bypasses” button.
5. Enter a valid code on the displayed keypad.
The system returns to the Zones screen.
6. Select the
icon to return to the home
screen.
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SECURING THE PREMISES
Panic Keys
Panic Keys

Note: Your installer should advise which functions are active in your system.
Icon

Function
When activated, alerts the alarm monitoring company that a fire condition exists.

When activated, alerts the alarm monitoring company that a police emergency
exists.
When activated, alerts the alarm monitoring company that a health emergency
exists.
Types of Panic Alarms
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SECURING THE PREMISES
Panic Keys
Activating a Panic Alarm
1. With the system in the disarmed or armed
state, depress and hold the “Panic” key until
the system displays the Panic screen
(approximately 3-4 seconds).

2. Touch the desired panic icon on the screen.
3. If applicable, the alarm sounds and the
associated icon is displayed.

Note: Dependant upon how your system has
been programmed a keypad may be
displayed. This will allow you to cancel
the alarm by entering valid User Code
on the keypad.
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SECURING THE PREMISES
Chime Mode
Chime Mode

Turning Chime Mode On or Off
1. With the system in the disarmed state,
select the “Settings” icon from the second
page of the Home Screen. The system
displays the Settings screen.

2. Select the “Chime” icon. The system toggles
between “Off” and “On”. When “On” is
selected, the Chime mode will be active.
3. Select the “Save” button to save your new
settings.

 32 

SECURING THE PREMISES
Voice Mode
Voice Mode

Turning Voice Mode On or Off
1. With the system in the disarmed or armed
state, select the “Settings” icon from the
second page of the Home Screen. The
system displays the Keypad screen.

2. Select the “Voice” icon. The system will
toggle between “Off” and “On”. When “On” is
selected, the Voice mode will be active.
3. Select the “Save” button to save your new
settings.
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USER FUNCTIONS
User Access
General Information

Adding a User
1. With the system in the disarmed state,
select the “Tools” icon from the second page
of the Home Screen. The system displays
the Keypad screen.
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USER FUNCTIONS
User Access
2. Enter your 4-digit Master User Code. The
system
displays
the
Master
User
programming screen.

3. Select the “Users” icon. The system displays
the Master User screen.

4. Select the “Add New” key. The system
displays the User screen.
Note:

**** appears to the right of User name after a
valid 4-digit User Code has been assigned to
a specific User.

5. Select the “Name” key, the system displays
a keyboard.
Note:
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The Z-wave Lock Control option is only
displayed if Z-Wave has been enabled.

USER FUNCTIONS
User Access
6. If desired you can enter a User Name.
Select the “Clear” key and then enter up to
10 characters of text.
Note:

Select the “ABC…” key to switch the
keyboard between upper/lower case or the
“123!@#” key to switch to numbers.

7. Once you are finished, select “Done”. The
system displays the Keypad screen.

8. Enter the 4-digit code for the new User
followed by “Done”. The system returns to
the Users Programming screen and the
new User is displayed and along with ****
appears in the User Code field.

9. If a Z-Wave door lock is installed, select
the “Z-wave Lock Control” key to enable
the User. The system toggles between
“No” and “Yes”. When “Yes” is selected,
the User Code will be synchronized with all
enrolled Z-wave door locks allowing the
same User Code to be used at the door
locks.
Note: The number of User Codes supported by
each
door
lock
varies
between
manufacturers. To ensure compatibility, set
the length of the Master User Code on the
door lock to be greater than four digits.

10. If “Yes” is selected the system displays the
“Z-wave Unlocking Door” key.
11. Select the “Z-wave Unlocking Door” key.
The system toggles between “Disabled”
and “Disarm”. When “Yes” is selected,
entering a valid User Code with Z-wave
Lock Control enabled at the door lock will
disarm the system.
12. Once the User programming is complete
select “Save”. The system returns to the
Users screen and the new User is shown.
Note: **** appears to the right of User name after
a valid 4-digit User Code has been assigned to a
specific User.
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USER FUNCTIONS
User Access
Editing/Deleting a User
1. With the system in the disarmed state, select
the “Tools” icon from the second page of the
Home Screen. The system displays the
Keypad screen.

2. Enter your 4-digit Master User Code. The
system displays the Master User programming
screen.

3. Select the “Users” icon. The system displays
the Users screen.

4. Select a User Name and then select “Edit” or
“Delete”. If you are editing user information
proceed to step 5. If you are deleting a user,
proceed to step 8.
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USER FUNCTIONS
User Access
5. If desired you can revise a User Name. Select
the “Clear” key and then enter the desired text.
6. Once you are finished, select “Done”. The
system displays the Keypad screen. If you
wish to change the assigned User Code,
proceed to Step 7 otherwise proceed to Step
9.

7. If desired, enter a new 4-digit code for the
selected User followed by “Done”. The system
returns to the Users screen.
8. Select “Yes” or “No” when the confirmation
screen is displayed then proceed to step 9.
9. Select the
icon to return to the Master User
screen.
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USER FUNCTIONS
View Events
Viewing System Events
1. With the system in the disarmed state,
select the “Tools” icon from the second page
of the Home Screen. The system displays
the Keypad screen.

2. Enter your 4-digit Master User Code. The
system
displays
the
Master
User
programming screen.

3. Select the “Events” icon. The Events screen
will appear and displays all events.
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USER FUNCTIONS
View Events
4. If you wish to view specific system history,
select “All”. The system displays a new
menu.

5. Select from the menu to display the specific
event types that you wish to view.
Note: Only the event types that were
programmed by your installer are
available for viewing.
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USER FUNCTIONS
Message Recording and Playback
NOTES: (1) If the system loses electrical power, all messages will be erased.
(2) Message Play/Record will not be available if a report must be sent.

Entering Message Mode
1.

With the system in the disarmed state,
select the “Message” icon from the Home
Screen. The system displays the Message
screen.

Recording a Message
1. Select “Add New”. The system displays the
Record Message screen.
Note: The System will display the total
message recording time available.

2. Select “Record”, the system sounds a single
tone. Speak into the microphone and record
your message.
3. When you are finished recording your
message, select. “Stop”
4. To listen to the message, select “Play”.
5. If you wish to delete the message, select
“Delete”.
6. Record additional messages as required.
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USER FUNCTIONS
Message Recording and Playback
6. When you have finished recording, select
“ ”. The system displays the recorded
messages.
7. To record additional messages (if recording
time is available) repeat steps 1 through 3.

NOTE: If you are trying to record a new message and the message center is already full, “Add New” will not
be displayed. If the message center is full all old messages must be deleted before new messages
can be recorded. See the Deleting Messages section.

Playing Message(s)
1.
2.
3.

4.

At the Message screen, select the
message you wish to play.
Select “Play”, the system plays your
message.
When you are finished listening to the
message, you may select. “Stop”. If “Stop”
is not selected the system continues to
play the remaining messages.
When you have finished listening to the
messages, select “ ”. The system returns
to the Home Screen.

Deleting Messages
1.
2.
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At the Message screen, select “Delete All”.
The system deletes all messages.
When you have finished deleting the
messages, select “ ”. The system returns
to the Home Screen.

USER FUNCTIONS
System Settings

Change System Settings
1. With the system in the disarmed or armed
state, select the “Settings” icon from the
second page of the Home Screen. The
system displays the Settings screen.

2. Increase or decrease the Display Brightness
or Contrast or the System Volume by using
the sliding adjustment from left (decrease) to
right (increase).
3. Turn On or Off the Voice, Chime or
telephone
Ringer
by
selecting
the
appropriate icon. The system toggles
between “On” and “Off”.
4. Select “Save” when you are finished. The
system returns to the second page of the
Home Screen.
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USER FUNCTIONS
Clock/Calendar
Note: If your system is equipped with a GSMVLP5 or ILP5 Communication Module, the time and date will
be programmed and updated automatically via Central Station. You may still program the correct
Time Zone as shown below. Check with your installer to see if your system is equipped with a
Communications Module.

Setting the Date and Time
Note: The system must be disarmed in order
to set the date and time.
1. With the system in the disarmed state,
select the “Tools” icon from the second page
of the Home Screen. The system displays
the Keypad screen.

2. Enter your 4-digit Master User Code. The
system
displays
the
Master
User
programming screen.

3. Select the “Date Time” icon. The Calendar
screen will appear.
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USER FUNCTIONS
Clock/Calendar
4. Select the correct month by using the “ ”
and “ ”.
5. Select the correct year by using the “ ” and
“ ”.
6. Select the correct day on the calendar.
7. When you have finished select the “ ” icon.
The system advances to the time screen.

8. If the displayed time is not correct, select
“Clear” then enter the correct time (4 digits)
on the keypad and select AM or PM.
9. When you have finished select the “ ” icon.
The system advances to the next screen OR
proceed to step 17.

10. Select “Time Zone”. The system scrolls
between through the following options:
Eastern (EST)
Central (CST)
Mountain (MST)
Pacific (PST)
Hawaii (HAST)
Alaska (AKST)
Atlantic (AST)
Newfoundland (NT)

Select the correct time zone.
11. Select “Day Light Savings Time”. The
system toggles between “Yes” and “No”.
Note: The start month/week and end month week are
default programmed to “March/Second” and
“November/First” respectively. Steps 13 to 16
should only be performed if you wish to change
those entries. If you are not changing the
defaults, advance to step 17.
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USER FUNCTIONS
Clock/Calendar
12. Select “Start Month”. The system displays a
calendar. Select the correct month.
13. Select “Start Week”. The system will toggle
between:
Second
Third
Fourth
Last
Next to Last
3rd from Last
First

14. Select “End Month”. The system displays a
calendar. Select the correct month.
15. Select “End Week”. The system will toggle
between:
First
Second
Third
Fourth
Last
Next to Last
3rd from Last

16. When you are finished select the “Save”
key. The system returns to the Master User
program screen.
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USER FUNCTIONS
Automation
General Information

Note: Switches, Thermostats, Locks, Tools, and Scenes options will only appear when Z-wave has been
enabled. Refer to the Home Automation Guide PN 800-11309V1 for information regarding these
features.

Schedules

Programming a Scheduled Function
1. With the system in the disarmed state,
select the “Automation” icon from the Home
Screen. The system displays the Keypad
screen.

2. Select the “Schedules” icon. The system
displays the Scheduling screen.
Note: Rules 21-40 are only accessible through
TotalConnect Service.
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USER FUNCTIONS
Automation
3. Select “Add New”. The system displays the
scheduling options screen.

4. Select “Name”. The system displays a
keypad.

5. Enter a name (up to 13 digits long) for the
scheduled function on the displayed keypad
then select “Done”.
6. Select “Frequency” then select one of the
following displayed options:
None
Daily
Weekly

Once
Weekday
Monthly

7. Program the following options based upon
the Frequency selected in step 6:
Once
Date
Daily
Weekday Start Time
Weekly
Day of the Week
Monthly
Day of the Month
8. Select “Type” then scroll through and select
one of the following options:
None
Auto Stay
Rules
Disarm Notification
Scene (displayed when Z-Wave has been enabled)
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USER FUNCTIONS
Automation
9. If Auto Stay is selected, select “Clear” then
enter a 4-digit time on the displayed keypad
then select “Save”. If “Rules” is selected
proceed to Step 11. If “Disarm Notification”
is selected proceed to Step 12.
10. Select “Rules” then select a Rule from the
displayed list (Rules 1 through Rules 20).
11. Enter a Start Time and End Time on the
displayed keypad then select “Save”.
12. Select the “ ” button. The system returns to
the Automation programming screen.
Editing a Scheduled Function
1. At the Schedules screen,
Schedule you wish to edit.

select

the

Note: Rules 21-40 are only accessible through
TotalConnect Service.

2. Select the “Edit” button. The Schedule
programming screen will appear. Follow the
steps as noted above in the programming a
Scheduled Function section to edit and
save your changes.

Deleting a Scheduled Function
1. At the Schedules screen,
Schedule you wish to delete.

select

the

Note: Rules 21-40 are only accessible through
TotalConnect Service.

2. Select the “Delete” button. A confirmation
screen will be displayed. Select “Yes” to
confirm the deletion.
3. Select the “ ” button. The system returns
to the Automation programming screen.
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Automation
Rules

The following options are programmed in this section:
Programming Field
Rule 1 - 20:
Name:
Type:
Action:
Start Zone Type:
Stop Zone Type:
Start System Operation:
Stop System Operation:
Zone Number Operation:

Action
Select Rule 1 -20
Note: Rules 21-40 are only accessible through TotalConnect Service.
Name the device
Select the output type
Select the action required for the device
Select Zone Type to start event
Select Zone Type to stop event
Select System Operation to start event
Select System Operation to stop event
Select Zone Number to trigger event upon fault, trouble or alarm as selected.

Programming Rules
1. With the system in the disarmed state,
select the “Automation” icon from the
Home Screen. The system displays the
Keypad screen.

2. Select the “Rules” button. The system
displays the Rules screen.
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Automation
3. Select a “Rules” key followed by the Edit
button. The system displays a keyboard.
Note: Rules 21-40 are only
TotalConnect Service.

accessible

through

4. If desired you can enter a Rule Name. Select
the “Clear” key and then enter up to 13
characters of text.
Note: Select the “ABC…” key to switch the keyboard
between upper/lower case or the “123!@#” key to
switch to numbers.

5

Once you are finished, select “Done”. The
system returns to the Rules screen.

6. Select the “Type” button. Dependant upon what
features are programmed in your control the
system toggles between the following Types:
Disabled
Trigger Output
Scene (displayed when Z-Wave has been enabled)
To Ph. 1 (Message to Phone 1)
To Ph. 2 (Message to Phone 2)
To Ph. 1 & 2 (Message to Phone 1 & 2)
Email 1

Depending upon the Type selected, the system
displays several new programming fields. If Scene
is selected, refer to the Home Automation Guide PN
800-11309V1 for information.
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Automation
7. Select “Action”. Dependant upon the Type
selected previously, the system scrolls between
several options:
None
Permanent On
On for 2 sec
Pulsing
Send
Run Scene*

* If Scene was selected in step 6 refer to the Home
Automation Guide PN 800-11309V1 for information.

8. Select “Start Zone Type”. The system displays
the following options (dependant upon the Type
that was selected):
Not Used
Entry Exit 2
Interior Follower
24 Hour Silent

Entry Exit 1
Perimeter
Day / Night
24 Hour Audible

Use the “ ” “ ” buttons to scroll to second
page of zone type options.
Silent Burglary
Interior With Delay
Carbon Monoxide
No Response

24 Hour Auxiliary
Fire No Verification
Trouble
Arm Stay

Use the “ ” “ ” buttons to scroll to third page
of zone type options.
Arm Away
Monitor
Resident Response
General Response
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Disarm
Resident Monitor
General Monitor
Garage Door

USER FUNCTIONS
Automation
9. Select “Stop Zone Type” The system displays
the same options as the previous step.
Note: If a Rule is being used to trigger a Z-Wave door lock,
when the system is Armed Stay or Armed Away, it is
recommended that “End of Exit Delay” be selected for
System Operation 1 or System Operation 2.

10. Select “Start System Operation”. The following
options are displayed:
Not Used
Arm Away
Any Burglary Alarm
Bell Timeout

Arm Stay
Disarm
Any Fire Alarm
End of Exit Delay

Use the “ ” “ ” buttons to scroll to second
page of zone type options.
Start of Entry Delay
Kissoff
System Low Battery
Duress Alarm

Chime
Bypass
Reporter Failure

11. Select “Stop System Operation”. The system
displays the same options as step 10.
12. Select “Zone Number Operation”. The system
toggles between the following options:
Not Used
Fault
Trouble
Alarm
Notes: 1. For Fault, the following zone types should not be
used: General Monitor, General Response, Resident
Monitor, and Resident Response.
2. When a zone has been deleted, please verify the
programming selection for Zone Number Operation.

If Trouble, Fault or Alarm is selected, the
system displays several new options. Proceed
to Step 13.
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Automation
13. Select the First, Second or Third “Start Zone”
Select the Zone from the list displayed by the
system.
14. Select the First, Second or Third “Stop Zone”
Select the Zone from the list displayed by the
system.
15. Select “Save” when programming is complete.
16. Select the “ ” button. The system returns to
the Automation programming screen.

Editing or Deleting Rules
1. At the Rules Programming Screen, select the
Rule that you wish to edit or delete.
Note: Rules 21-40 are only
TotalConnect Service.

accessible

through

2. To delete the rule, select the Delete button. To
edit the rule select the Edit button and proceed
to step 3.

3. Select the field that you wish to edit and follow
the steps as outlined in the Programming Rules
procedure.
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USER FUNCTIONS
Reminders

Programming a Reminder
1. With the system in the disarmed state,
select the “Tools” icon from the second page
of the Home Screen. The system displays
the Keypad screen.

2. Enter your 4-digit Master User Code. The
system
displays
the
Master
User
programming screen.

3. Select the “Reminders” icon. The system
displays the Reminders screen.
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Reminders
4. Select “Add New”. The system displays the
Reminder programming screen.

5. Select “Name”. Enter a name for the
scheduled function on the displayed keypad
then select “Done”.
6. Select “Frequency” then select one of the
following displayed options:
None
Once
Daily
Weekday
Weekly
Monthly
7. Program the following options based upon
the Frequency selected in step 6:
Once
Date/Start Time
Daily
Start Time
Weekday Start Time
Weekly
Days of the Week/Start Time
Monthly
Day of the Month/Start Time

8. If a voice reminder is desired, select
“Voice”. The system toggles between “No”
and “Yes”. If yes is selected, the record
reminders screen appears.
9. Select the “Record” button and record your
reminder. When you are finished select the
“Stop” button followed by the “ ” button.
The system returns to the Reminder
programming screen.
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Reminders
10. If a “Follow Me” phone number(s) was
programmed by your installer you can send
a reminder to the phone number(s). Select
“Follow Me” option. The system toggles
between “Disabled”, “To Ph. 1”, “To Ph. 2”
and “To Ph. 1 & 2”, as applicable.
Note: For important reminders you should
program the “Acknowledge” option.
When this option is selected, the
reminder will continue to play until it is
acknowledged.
11. Select the “Acknowledge” option. The
system toggles between “No and “Yes”.
12. Select “Save” when all applicable options
have been programmed.
Editing a Reminder
1. At the Reminders screen, select the
reminder you wish to edit.
2. Select the “Edit” button. The Reminder
programming screen will appear. Follow the
steps as noted above in the programming a
Reminder section to edit and save your
changes.

Deleting a Reminder
1. At the Reminders screen, select the
reminder you wish to delete.
2. Select the “Delete” button. A confirmation
screen will be displayed. Select “Yes” to
confirm the deletion.
3. Select the “ ” button. The system returns
to the Master User programming screen.
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WiFi Configuration
View/Join Available WiFi Networks
1. At the Master User screen select the WiFi
Config icon. The system displays the WiFi
options screen.

2. Select the “Scan Access Points” button to
view the available networks. The available
networks are displayed. Use the down
arrow to scroll to the next page of options.
Use the
arrow to return to the previous
page.

3. Select the desired Network and then select
the “Edit” button. The network information is
displayed. If a password is required, select the
“Key” button and enter the password.

4. Select the “Join” button. A confirmation screen
will be displayed.
5. Select the “Save button, then select the “ ”
button as required to return to the Master
User screen.
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WiFi Configuration
Manually Configure Access Point
1. At the Master User screen select the WiFi
Config icon. The system displays the WiFi
options screen.

2. Select the “Manually Configure AP” button to
view the available networks. The WiFi
enrollment screen is displayed.

3. Select the “SSID Name” button and enter
Network name on the displayed keypad.
4. Select the “Security” button and select from
“Open”, “WPA1, “WPA2” and “WEP”. The
network information is displayed. If a
password is required, select the “Key” button
and enter the password.
Note: When configuring for WEP encryption key on the
access point, always use hexa-decimal type as
the input method on the panel. The input key
should contain characters such as 0-9 and A-F.

4. Select the “Join” button. A confirmation screen
will be displayed. Select “OK”, then select
“Save” to confirm the selection.
5. Select the “ ” button as required to return to
the Master User screen.
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WiFi Configuration
A router is required if you are using an Auxilary Keypad. The router must be powered on
and connected for WiFi operation to occur.

Enrolling/Syncing Auxiliary Keypads

Viewing or Deleting Enrolled Keypads
1. At the Master User screen select the Keypad
icon. The system displays the WiFi devices
screen.

2. To delete a MID (auxiliary keypad) select the
keypad to be deleted.
3. Select the “Delete” button.
Note: Defaulting the system will not automatically
delete any associated keypads.
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USER FUNCTIONS
Speaker Phone Feature

NOTE: The system will enter the Speaker Phone mode even if an alarm or trouble is stored in the system
memory.
Do not use the speaker phone as the only telephone in your home since in some special
cases the speaker phone is not functional.

Using the Speaker Phone Feature
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USER FUNCTIONS
Speaker Phone Feature
Placing a Call
1. With the system in the disarmed or armed
state, select the “Phone” icon from the
Home Screen. The system displays the
Keypad screen.

2. Select the “Talk” icon and then enter the
number you wish to dial. The “End” icon
replaces the “Talk” icon. Selecting the
“Redial” icon will allow you to redial the last
number that was dialed.
3. Select the “Flash” icon to switch between
two calls.
4. Select the “End” icon to hang up and end
the call.
Answering a Call
1. With the system in the disarmed or armed
state, select the “Phone” icon from the
Home Screen. The system displays the
Keypad screen.

2. Select the “Talk” icon. The “End” icon
replaces the “Talk” icon.
3. Select the “End” icon to hang up and end
the call.
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Remote Phone Control Feature

Using Remote Phone Control Feature

Remote Phone Control Commands
Enter User Code (within eight seconds). Upon entering remote phone control mode the Lynx will announce
“System, enter code”.
To remotely disarm system: ...................................................................... User Code + [1]
To remotely arm in AWAY mode: ............................................................. User Code + [2]
To remotely arm in STAY mode: .............................................................. User Code + [3]
To remotely arm in AWAY or STAY mode with no delay: ......................... User Code + [2] or [3] + [0]
To remotely Bypass zones: ...................................................................... User Code + [6] + zone no.
To remotely activate Force Bypass: ......................................................... User Code + [6] + [#]
To remotely check system status:............................................................. [ ]
To end remote phone session: Hang Up or ............................................ User Code + [9]
Notes: (1)
(2)

Check with your installer to see if the Force Bypass mode has been enabled.
When bypassing zones, make sure a confirmation beep sounds for each zone that has been bypassed.
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Remote Services
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USER FUNCTIONS
Slide Show

Activating the Slide Show
1. With the system in the disarmed state,
select the “Tools” icon from the second page
of the Home Screen. The system displays
the Keypad screen.

2. Enter your 4-digit Master User Code. The
system
displays
the
Master
User
programming screen.

3. Select the “Slide Show” icon. The system
displays the first Slide Show screen.
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Slide Show
4. Select the “Slide Show” icons that you do
not wish to display or select “Delete All”.
Use the “ ” “ ” buttons to scroll to second
and subsequent pages of screens.
5. Select the “Slide Interval” button. The system
scrolls through the following options:
Slide Interval 5 Seconds
Slide Interval 10 Seconds
Slide Interval 15 Seconds
Slide Interval 20 Seconds
6. Select the “Slide After Disabled” button. The
system scrolls through the following options:
Slide After Disabled
Slide After 30 Seconds
Slide After 2 Minutes
Slide After 10 Minutes
Slide After 30 Minutes
7. Once selections are complete, select the
“Save” button.
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FIRE/CO
FIRE/CO ALARM SYSTEM (If Installed)
General Information
UL

LYNX Touch is not intended for UL985 Household Fire applications unless a 24-hour
backup battery (P/N LYNXRCHKIT-SHA) is installed.

General

In Case of Fire
1. Should you become aware of a fire emergency before your detectors sense the problem, go
to the LYNX Touch and press and hold the panic button and then select the Fire icon. The
alarm will sound and an alarm will be transmitted to the central station.
2. Evacuate all occupants from the premises.
3. If flames and/or smoke are present, leave the premises and notify your local Fire Department
immediately.
4. If no flames or smoke are apparent, investigate the cause of the alarm. The zone number of
the zone(s) in an alarm condition will appear at the touch screen.

In Case of Carbon Monoxide Alarm
1. If a high level of carbon monoxide is detected you should evacuate all occupants from the
premises and immediately move to a spot where fresh air is available, preferably outdoors.
2. From a safe area, contact your security service provider for further instructions.

Silencing a Fire/Carbon Monoxide Alarm
1. Silence the alarm by entering an OFF sequence.
2. To clear the alarm, enter a second OFF sequence.
3 If the touch screen indicates a trouble condition after the second OFF sequence, check that
smoke detectors are not responding to smoke- or heat-producing objects in their vicinity.
Should this be the case, eliminate the source of heat or smoke.
4. If this does not remedy the problem, there may still be smoke in the detector. Clear it by
fanning the detector for about 30 seconds.
5. When the problem has been corrected, clear the display by entering another OFF sequence.

 67 

FIRE/CO
FIRE/CO ALARM SYSTEM
National Fire Protection Associations
Smoke Detector Recommendations
UL

LYNX Touch is not intended for UL985 Household Fire applications unless a 24-hour
backup battery (P/N LYNXRCHKIT-SHA) is installed.
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FIRE/CO
FIRE/CO ALARM SYSTEM
Emergency Evacuation
UL

LYNX Touch is not intended for UL985 Household Fire applications unless a 24-hour
backup battery (P/N LYNXRCHKIT-SHA) is installed.
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SYSTEM FUNCTIONS
Testing the System (to be conducted weekly)
Test Modes

NOTE: An alarm message will not be sent to your alarm monitoring company during these tests.

Entering Test Mode

Testing or Rebooting the System
1. With the system in the disarmed state,
select the “Tools” icon from the second page
of the Home Screen. The system displays
the Keypad screen.

2. Enter your 4-digit Master User Code. The
system
displays
the
Master
User
programming screen.
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SYSTEM FUNCTIONS
Testing the System (to be conducted weekly)
3. Select the “Test” icon. The system displays
the Test screen.

4. Select the “Walk Test”, “Dialer Test”,
“Comm. Test” or “Reboot” icon. If Walk Test
is selected proceed to Step 5. If Dialer Test
is selected proceed to Step 6. If Comm. Test
is selected proceed to Step 7. If Reboot is
selected proceed to Step 8.
5. “Walk Test…” is displayed on the system
status bar and the control sounds a single
beep every 30 seconds. Fault each zone as
described below.
6. If the dialer test is unsuccessful the system
will display a Reporter Failure message.
Contact your security service provider.
7. The
system
will
advance
to
the
Communications Test Screen. Refer to the
Communications Test paragraph.
8. The system will reboot itself.
9. After the reboot sequence is completed,
conduct a Walk Test to verify that all
transmitters are operational in the system.

Walk Test
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Testing the System (to be conducted weekly)

Test Communications

Test Message Sent
Test Message Failed – Not Registered!
Exiting Test Mode

NOTE: If the Walk Test mode is inadvertently left active, it automatically turns off after 4 hours. The Dialer
Test mode will remain active until exited via an Off sequence.
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SYSTEM FUNCTIONS
Maintaining your system

Routine Care

Cleaning the Touch screen
1. With the system in the disarmed or armed
state, select the “Settings” icon from the
second page of the Home Screen. The
system displays the Settings” screen.

2. Select the “Clean” icon. The touch screen
becomes inactive for a period of 15 seconds.
A box displays “Please Use A Damp, Soft
Cloth Touch Screen Will Be Disabled For 15
Seconds” and the time will count down.
3. After 15 seconds the screen returns to the
settings screen and becomes active.
Note: If any user notification events occur while
the screen cleaning mode is active and
the system is armed, the mode will be
canceled and the system will operate
normally. If certain user notification
events occur (i.e.; motion or silent alarm)
while the screen cleaning mode is active
and the system is disarmed the mode will
not be canceled.
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Maintaining your system
Low Battery Conditions in Wireless Sensors

NOTE: A low battery message means that battery replacement in the indicated sensor(s) is due within 30
days. In the meantime, a sensor with a low battery is still operational.

When replacing batteries, use only those recommended by your installer.
Alkaline batteries provide a minimum of 1 year of operation, and in most units and applications, provide 2–4
years of service. 3-volt lithium batteries may provide from 4-7 years of operation. Actual battery life will
depend on the environment in which the sensor is used, the number of signals that the transmitter in the
sensor has had to send, and the specific type of sensor. Factors such as humidity, high or low temperatures,
and large swings in temperature may all lead to the reduction of actual battery life in an installation.

Changing the LYNX Touch Series System Battery

NOTE: The battery pack (P/N LYNXRCHKIT-SC or LYNXRCHKIT-SHA) should be changed every four
years and must be replaced by a qualified service technician.
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SUMMARY OF AUDIBLE & VISUAL NOTIFICATION
NOTIFICATIONS
ICATIONS
SOUND
INTERRUPTED

CAUSE
FIRE ALARM (3 beeps)
OR
CARBON MONOXIDE ALARM (4 beeps)

CONTINUOUS

BURGLARY/AUDIBLE EMERGENCY
ALARM

ONE SHORT BEEP
(not repeated)

a. SYSTEM DISARM
b. SYSTEM ARMING ATTEMPT WITH
AN OPEN ZONE.
c. BYPASS VERIFY
a. SYSTEM IS IN TEST MODE
b. LOW BATTERY AT A TRANSMITTER
c. SYSTEM LOW BATTERY
d. FAIL TO COMMUNICATE
ARM AWAY

ONE SHORT BEEP
(once every 45 secs)
TWO SHORT
BEEPS
THREE SHORT
BEEPS
RAPID BEEPING
SLOW BEEPING

a. ARM STAY OR INSTANT
b. ZONE OPENED WHILE SYSTEM IS IN
CHIME MODE.
a. TROUBLE
b. MEMORY OF ALARM
a. ENTRY DELAY WARNING
b. EXIT DELAY WARNING

ANNOUNCEMENT*
fire alarm + zone voice descriptor
OR
Carbon monoxide alarm + zone voice descriptor
(Voice descriptor is interlaced with the sounder
and sounds every 45 seconds)
alarm + zone voice descriptor
(Voice descriptor is interlaced with the sounder
and sounds every 45 seconds)
a. disarmed–ready to arm
b. disarmed–not ready to arm
c. zones bypassed
a. no announcement
b. low battery + zone voice descriptor
c. system low battery
d. check system
armed away [instant] – exit now
a. armed stay [instant] – exit now
b. zone voice descriptor
a. fault + zone voice descriptor
b. fire alarm or alarm + zone voice descriptor
a. disarm system now
b. armed [away] [instant] – exit now

Additional Announcements:

Disarmed–Ready to Arm [check system][chime]
Disarmed [not ready to arm][chime]
Armed [away] [stay] [instant] [check system] [exit now]
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SUMMARY OF AUDIBLE & VISUAL NOTIFICATIONS
System Displays

DISPLAY

DEFINITION

DISPLAY

DEFINITION

AC Loss

Door Open

Alarm
(intrusion)

Window Open

Armed Away

Exit Active

Armed Stay

Battery Low

Fire
OR
Heat Sensor
Flood

Check Zones

Glass Break

CO Alarm

Medical Alarm

Disarmed Not
Ready to Arm

Motion

Disarmed
Ready to Arm

Temperature

Reporter
Failure

90 RF Jam

Cover
Tamper

94 Phone
Line Cut

Trouble

103 Comm.
Trouble

Automation

Fault *
Garage Door

(Z-Wave Node
Failed)

WiFi source
present

No WiFi source
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SUMMARY OF AUDIBLE & VISUAL NOTIFICATIONS
Zone Status Icons
ICON

DEFINITION
Alarm

ICON

Fault (Yellow)

DEFINITION
Trouble (red)
Bypass

Ready

LED Meanings

Note: When the system is armed, the Ready LED turns off.
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REGULATORY AGENCY STATEMENTS
Federal Communications Commission (FCC) Part 15
The user shall not make any changes or modifications to the equipment unless authorized by the Installation Instructions or User's
Manual. Unauthorized changes or modifications could void the user's authority to operate the equipment.

CLASS B DIGITAL DEVICE STATEMENT
NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 15 of the
FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation.
This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in accordance with the
instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will not
occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which can be
determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the
following measures:
Reorient or relocate the receiving antenna.
Increase the separation between the equipment and receiver.
Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
Consult the dealer or an experienced radio/TV technician for help.
This Class B digital apparatus complies with Canadian ICES-003.
Cet appareil numérique de la classe B est conforme à la norme NMB-003 du Canada.

Industry Canada (IC)
This device complies with Part 15 of FCC Rules and RSS210 of Industry Canada. Operation is subject to the following two
conditions: (1) This device may not cause harmful interference, and (2) This device must accept any interference received,
including interference that may cause undesired operation.
Cet appareil est conforme à la partie 15 des règles de la FCC & de RSS 210 des Industries Canada. Son fonctionnement est
soumis aux conditions suivantes: (1) Cet appareil ne doit pas causer d' interferences nuisibles. (2) Cet appareil doit accepter toute
interference reçue y compris les interferences causant une reception indésirable.
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REGULATORY AGENCY STAT
STATEMENTS
EMENTS
TELEPHONE/MODEM INTERFACE
Federal Communications Commission (FCC) Part 68
This equipment complies with Part 68 of the FCC rules. On the cover of this equipment is a label that contains the FCC
registration number and Ringer Equivalence Number (REN). You must provide this information to the telephone company when
requested.
This equipment uses the following USOC jack: RJ31X
This equipment may not be used on telephone-company-provided coin service. Connection to party lines is subject to state tariffs.
This equipment is hearing-aid compatible.

Industry Canada
NOTICE: The Industry Canada Label identifies certified equipment. This certification means that the equipment meets
telecommunications network protective, operational and safety requirements as prescribed in the appropriate Terminal Equipment
Technical Requirements document(s). The Department does not guarantee the equipment will operate to the user’s satisfaction.
Before installing this equipment, users should ensure that it is permissible to be connected to the facilities of the local
telecommunications company. The equipment must also be installed using an acceptable method of connection. The customer
should be aware that compliance with the above conditions may not prevent degradation of service in some situations.
Repairs to certified equipment should be coordinated by a representative designated by the supplier. Any repairs or alterations
made by the user to this equipment, or equipment malfunctions, may give the telecommunications company to request the user to
disconnect the equipment.
Users should ensure for their own protection that the electrical ground connections of the power utility, telephone lines and internal
metallic water pipe system, if present, are connected together, This precaution may be particularly important in rural areas.
Caution: Users should not attempt to make such connections themselves but should contact appropriate electric inspection
authority, or electrician, as appropriate.
AVIS: l’étiquette d’Industrie Canada identifie le matériel homologué. Cette étiquette certifie que le matériel est conforme aux
normes de protection, d’exploitation et de sécurité des réseaux de télécommunications, comme le prescrivent les documents
concernant les exigences techniques relatives au matériel terminal. Le Ministère n’assure toutefois pas que le matériel
fonctionnera à la satisfaction de l’utilisateur.
Avant d’installer ce matériel, l’utilisateur doit s’assurer qu’il est permis de le raccorder aux installations de l’enterprise locale de
télécommunication. Le matériel doit également être installé en suivant une méthode acceptée da raccordement. L’abonné ne doit
pas oublier qu’il est possible que la conformité aux conditions énoncées ci-dessus n’empêche pas la dégradation du service dans
certaines situations.
Les réparations de matériel nomologué doivent être coordonnées par un représentant désigné par le fournisseur. L’entreprise de
télécommunications peut demander à l’utilisateur da débrancher un appareil à la suite de réparations ou de modifications
effectuées par l’utilisateur ou à cause de mauvais fonctionnement.
Pour sa propre protection, l’utilisateur doit s’assurer que tous les fils de mise à la terre de la source d’energie électrique, de lignes
téléphoniques et des canalisations d’eau métalliques, s’il y en a, sont raccordés ensemble. Cette précaution est particulièrement
importante dans les régions rurales.
Avertissement : L’utilisateur ne doit pas tenter de faire ces raccordements lui-même; il doit avoir racours à un service
d’inspection des installations électriques, ou à un électricien, selon le cas.
Ringer Equivalence Number Notice:
The Ringer Equivalence Number (REN) assigned to each terminal device provides an indication of the maximum number of
terminals allowed to be connected to a telephone interface. The termination on an interface may consist of any combination of
devices subject only to the requirement that the sum of the Ringer Equivalence Numbers of all the devices does not exceed 5.
AVIS : L’indice d’équivalence de la sonnerie (IES) assigné à chaque dispositif terminal indique le nombre maximal de
terminaux qui peuvent être raccordés à une interface. La terminaison d’une interface téléphonique peut consister en une
combinaison de quelques dispositifs, à la seule condition que la somme d’indices d’équivalence de la sonnerie de tous les
dispositifs n’excède pas 5.

RF Exposure
WARNING: The LYNX Touch must be installed to provide a separation distance of at least 7.8 in (20 cm) from
all persons and not co-located or operated in conjunction with any other transmitter.
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IN THE EVENT OF TELEPHONE OPERATIONAL PROBLEMS
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